
Gauge Elevation: Drainage Area: County of Gage: County of Town: Weather Office:

599.69 feet 816 mi2 Huntingdon, PA Huntingdon, PA State College

Minor: Moderate: Major:

12.00 13.00 15.00

Feet

22.00

20.00

17.00

15.00

13.00

12.00

Period of Record (used in flood frequency) Outside Period of Record (not used in flood frequency)

78°01'09" or 78.019167° W

Susquehanna Juniata Juniata

Juniata River at Huntingdon, Pennsylvania

10/1/1941 to Present 6/1/1889 to 9/30/1941

High water will begin to affect the Ames Plaza on the right, or south bank.

Several homes located outside of the levee system will flood.

A number of homes outside the protective works and along Standing Stone Creek will flood. Backwater on Standing Stone Creek also affects the athletic 

field.

Widespread flooding occurs in areas outside of the protective works and along Standing Stone Creek.

Widespread flooding occurs in areas not protected by the levee and railroad grade. Backwater on Standing Stone Creek approaches Route 26 in eastern 

parts of town.

Widespread flooding occurs in areas not protected by the levee and railroad grade.

Latitude: Longitude:

Major Basin: Sub Basin: Minor Sub Basin:

40°29'05" or 40.484722° N

Flood Impacts

Not available

Gauge Stage Changes

Start and End Date Minor Moderate Major

Not available Not available Not available


